
Tublast and Rotoblast systems are designed to blast 

clean pipes ranging from 13mm to 1600mm internal 

diameter. These attachments are connected at the 

end of a blast hose instead of a nozzle on a standard 

blasting pot. The abrasive will be propelled from the 

rotating head on a Rotoblast or by a deflection tip on 

a Tublast. Various type of centering devices keeps 

the blasting head in center position throughout the 

pipes. Normally, operators pulls the Tublast or Roto-

blast attachments from one end of the pipe to the 

other manually or using a semi-automatic winch 

systems. The blast profile and cleanliness depend on 

the speed of attachment travelling inside the pipe.
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The smallest internal pipe blaster has an 

exchangeable tungsten carbide deflection head 

which lets out the abrasive from one side. The 

head of the Super Mini Tublast is capable of 

entering pipes of just 13mm. With extension 

pipes the deflection head can be attached to an 

adaptor nozzle with ¾" BSP or 50mm coarse 

thread. 

The extension pieces can be delivered with 250, 

500, 750 or 1000mm length. 

CLEANBLAST™ Super Mini Tublast

Part No: B300010

The small internal pipe blaster has an exchangeable 

tungsten carbide deflection tip which spreads the abra-

sive in 360º. The Mini Tublast is capable of blasting 

pipes with internal diameters of 30 to 100mm. 

It only fits ½ blast hose which can be ordered at 

required lengths.  

CLEANBLAST™ Mini Tublast  

for pipes of ID 30 to 100mm Part No: B300015

www.cleanblast .com



CLEANBLAST™ Tublast  

c/w carriage for pipes of ID 70 to 295mm

Part No: B300030

Part No: B300300
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The Rotoblast has a rotating head which is driven by the 

force of the compressed air escaping the two nozzles. It 

has a break system to avoid excessive trunign speads of 

the head. Different tungsten carbide nozzles can be 

chosedn depending on the piple diameters and 

compressed aie capacitites. Boron cardide nozzles are 

available on request. 

The centring carriage comes with different lengths so it 

fills all diameters between 210 and 890mm. 

The Tublast internal pipe blaster has a exchangeable 

tungsten carbide deflection tip with spreads the abra-

sive at 360º. An internal nozzle of 13 or 16mm can be 

selected. It’s delivered with various centring collars for 

small pipe diameters and a centring carriage for blast-

ing larger diameters pipes. This carriage can easily be 

set to fit different pipes. The Tublast has a standard blast 

hose coupling connection and can efficiently blast pipes 

with internal diameters of 70 to 295mm.  

CLEANBLAST™ Rotoblast

complete with carriage for pipes of ID 210 to 890mm



The semi-Automatic winch system is specially 

developed for the Tublast & (Jumbo) Rotoblast but 

can be used with pipe coaters. The winch has a 

strong motor and is PLC Controlled. It pulls at the 

blast hose with an adjustable but constant speed 

from almost zero to 3 meters per minute giving a 

constant and reproducible result. A switch is 

mounted to stop the motor when the unit has 

cleaned or coated the surface. 

CLEANBLAST™ Semi-Automatic Winch system

Part No : B300320

The Jumbo Rotoblast is the biggest model of the series. It has an 

extra large rotation head which is driven by the force of the 

compressed air escaping from the two nozzles. It has a break system 

to avoid excessive turning speeds of the head. Different long venture 

shaped tungsten carbide nozzles can be chosen depending on 

compressed air capacities. Boron carbide nozzles are available on 

request. 

The legs of the centering carriage can be set to fit diameters of pipe 

between 890 and 1600mm. 

CLEANBLAST™ Jumbo Rotoblast 

complete with carriage for pipes of ID 890 to 1600mm 

Part No : B300310

CLEAN BLAST INTERNATIONAL (L.L.C)
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